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The Lowcountry’s Hometown 



Intent  

To provide guidance on the design of buildings within the down-
town portion of Moncks Corner, SC so they can remain aes-
thetically and functionally cohesive with the existing buildings 
in the area.  

Guidelines  

1. Buildings street façades shall be set directly along the side-
walk/property line without setback.  

2. The entrance door shall be set back in a niche at least the 
depth of the width of one door leaf. The side walls of the niche 
and shall flare out at least a 45-degree angle. a. Side walls of 
the niche may project between 45-90 degrees from the en-
trance if the niche is at least twice the width of the door open-
ing.  

3. Street façade walls to be clad in brick or cementitious stucco.  

a. Synthetic stucco (EIFS), vinyl siding, and metal panels are 
not acceptable claddings.  

b. Steel, wood, or cementitious siding may be allowed at the 
ground floor for multiple-story buildings at the street façade 
if fenestration exceeds 60% of that portion of the façade as 
measured from slab to ceiling (in the vertical direction) and 
partition wall to partition wall (in the horizontal direction)  

4. The first-floor street façade shall include a minimum of 40% 
fenestration consisting of large storefront window openings  

 

 with a sill no higher than 2’-0” above the sidewalk surface.  

5. Street facades for buildings of one story to have a discernable 
body and cap; street facades for buildings two or more stories to 
have a discernable base, body, and cap.  

6. Upper floors on street facades to have pattern of individual 
fenestration with each opening having a proportion where the 
height is greater than the width. The minimum total fenestration 
for the upper floors shall be at least 25% of upper floor wall sur-
face of each floor level as measured from the finish floor to the 
ceiling of that level.  

7. Pedestrian-oriented signage oriented perpendicular to the 
street façade is required; façade signage is allowed within the 
cap of the building.  

8. A façade shall be discernably different in design from an adja-
cent façade at a rate of no more than 1.5 times its height. a. To 
encourage variety and interest, individual facades shall be differ-
entiated from each other using differing materials, colors, façade 
heights, and detail.  

9. The number of floors is not to exceed 4.  

10. Awnings constructed of aluminum, steel, or wood structure 
with opaque canvas or metal roof surface are encouraged over 
first floor window openings along the street façade. Awnings 
shall have a minimum depth of 4’-0”. 

Architectural Guidelines 



Architectural Guidelines 

Moncks Corner, SC. Example shows building facades directly to the sidewalk and entry niches  



Architectural Guidelines 

Beaufort, SC. Example shows a base, body, and cap for multiple-story buildings. Niches, awnings, pedestrian-oriented 
signage, increased fenestration on the ground floor, and aesthetic variation are also exemplified here.  



Architectural Guidelines 

Bamberg, SC. Example shows aesthetic variation to avoid monotony and overly linear facades.  



Architectural Guidelines 

Charleston, SC. Example shows pedestrian-oriented signage and aesthetic variation.  
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Town Square Redevelopment Plan 
Request for Interest 

Town of Moncks Corner, S.C. 

118 Carolina Avenue 

Moncks Corner, S.C. 29461 

843-719-7910 

jeff.lord@monckscornersc.gov 




